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Notes for casement doors of safety glass
All-glass doors for standardised casements
Supply and installation of single-leaf all-glass doors suitable for in-situ casements in accordance with (e.g. ÖNORM B 5330-8) incl. all necessary ironmongery as described in the individual positions.
The eckelt.DOORS installation notes must be complied with.

Glass doors can not have their size altered. At the time of ordering it is necessary to take account of the interfaces, expected floor covering, edge details etc.
In the opening area of the door it is necessary to ensure that the floor covering does not cause obstruction to the bottom of the door – sufficient space (approx. 7 mm) should be allowed for. For side and top interfaces we recommend approx. 3mm space be left once installed.
Glass/Metal and Glass/Glass contact must be avoided. All system ironmongery are to be either clamped or bolted connections.

The upper and lower pivot points must be installed exactly plumb to ensure correct clamping action and to avoid unnecessary wear.
Glass 
All-glass doors of laminated safety glass: 
Glass composition
Design glass from the eckelt.DOORS range or similar approved, Acoustic insulation to be > Rw 35 dB to EN 717-1, Splinter-resistance to EN 12543 for STADIP PLANIDUR and impact resistance to DIN 18032 Part 3.

Door type: _________________________

Dimension: __________x_________mm

Composition: Laminated safety glass of 2 x 8 mm HS 
All edges polished
Fittings, Aluminium natural anodised:
eckelt.DOORS Standard BS or locking BSS to architects choice.
Extra-over for WC-lock and Knauf cylinder

Extra-over for stainless appearance surface
Options for fittings:
eckelt.DOORS BDA
Extra-over for one-sided WC-lock and Knauf cylinder

Extra-over for stainless appearance surface

eckelt.DOORS BD - for non-standardised casement
Extra-over for WC-lock and Knauf cylinder

Extra-over for stainless appearance surface

All-glass doors of tempered safety glass: 

Glass composition

Glass from the eckelt.DOORS range or similar approved, Acoustic insulation to be > Rw 30 dB to EN 717-1, impact resistance to DIN 18032 Part 3.

Door type: _________________________

Dimension: __________x_________mm

Composition: 
SECURIT 8 mm 



All edges polished
Fittings, Aluminium natural anodised:

eckelt.DOORS Standard BS or locking BSS to architects choice.
Extra-over for WC-lock and Knauf cylinder

Extra-over for stainless appearance surface

Options for fittings:

eckelt.DOORS BDA

Extra-over for one-sided WC-lock and Knauf cylinder

Extra-over for stainless appearance surface

eckelt.DOORS BD - for non-standardised casement

Extra-over for WC-lock and Knauf cylinder

Extra-over for stainless appearance surface
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