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SGG ROOFLITE® Glass canopy systems 

1. Standard – Clear glass
Point supported glass roof element with tension rod system, transparent. Structural integrity certified by TÜV testing (A).
Glass:
16 mm

STADIP laminated safety glass of 2 x PLANIDUR in accordance with EN 1863, edges ground and polished, with transparent, highly tear-resistant, autoclaved PvB interlayer 0,76 mm, incl. necessary drilled holes
Fittings:
Stainless steel Grade A2, comprising:

· Glass clamp fitting, d = 70 mm front
· Tension rod
· Wall bracket top (to connect tension rod)

· Wall bracket bottom incl. Clamp fitting, d = 70 mm

Standard sizes:

160 x 120 cm


160 x 140 cm



190 x 140 cm  (20mm Glass thickness)
Accessories:
Rain strip of Acrylic, 15 x 15 mm, inkl. Self-adhesive tape,

Wall interface profile incl. Self-adhesive tape
2. Standard with SERALIT LITEX Design 503
Point supported glass roof element with tension rod system, partially transparent with LITEX Design 503 in colour white EW-2WS or blue E50-3WS. Structural integrity certified by TÜV testing.
Glass:
16 mm
STADIP laminated safety glass of 2 x PLANIDUR in accordance with EN 1863, edges ground and polished, with transparent, highly tear-resistant, autoclaved PvB interlayer 0,76 mm, incl. necessary drilled holes
Fittings:
Stainless steel Grade A2, comprising:

· Glass clamp fitting, d = 70 mm front

· Tension rod

· Wall bracket top (to connect tension rod)

· Wall bracket bottom incl. Clamp fitting, d = 70 mm
Standard sizes:

160 x 120 cm



160 x 140 cm



190 x 140 cm  (20mm Glass thickness)
Accessories:
Rain strip of Acrylic, 15 x 15 mm, inkl. Self-adhesive tape,


Wall interface profile incl. Self-adhesive tape

Fischer Injection compound FIP

3. Special sizes
Point supported glass roof element with tension rod system
Glass:
___ mm
STADIP laminated safety glass of 2 x __ mm PLANIDUR, in accordance with EN 1863, edges ground and polished, with transparent, highly tear-resistant, autoclaved PvB interlayer 0,76 mm, incl. necessary drilled holes
Pieces:
___ mm

Dimensions:
_____ x _____ cm

Fittings:
Stainless steel Grade A2, non-corroding and maintenance-free, incl. all system connections
comprising:

___ pcs. Wall – top


Fitting Nr. RL 7960

___ pcs. Wall – bottom

Fitting Nr. RL 7961

___ pcs. Canopy front


Fitting Nr. RL 7716

___ pcs. Tension rod/D=10 mm
Fitting Nr. RL 7110, L = ___ mm

___ pcs. Tension rod/D=16 mm
Fitting Nr. RL 7116, L = ___ mm

___ pcs. Wall interface profile
Fitting Nr. RL 7150, L = ___ mm

___ pcs. Install packet


Fitting Nr. RL 8020, for 2 tension rods
___ pcs. Anchors type Fischer FIP


Extra-over:

LITEX 503 colour white EW 2 WS

Accessories:

Rain strip of Acrylic 15 x 15 mm, L = ___ mm, incl. Self-adhesive tape
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