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Specification text

SGG VARIO DZ-Insulated glass
SSG VARIO Facade system with SILICONE-STRUCTURAL-GLAZING Character with Warm Edge black stainless steel spacer, silicone edge seal spacer bar coverage in accordance with structural requirements but minimum 16 mm.

Outer and Inner sheet of SECURIT, incl. VAR 102 anchors with non-visible mechanical restraint in accordance with structural requirements.

Ug= 1,1 W/m²K to EN 673

TL= 78 %

G= 59 %
Composition:

·   8 mm
Float SECURIT-H to structural requirements but a minimum of 8mm thick, edges fine ground, Heat Soak tested, incl. mechanical restraints
· 16 mm
Argon-filled cavity
·   6 mm
Float SECURIT Planitherm Futur N

Offered manufaturer VARIO or equal ___________________
Alternatives must certify the performance of the mechanical restraints in their offer and prove that patent restrictions are not infringed upon.

SGG Vario S-FOR Insulated glass
SSG VARIO Facade system with SILICONE-STRUCTURAL-GLAZING Character with Warm Edge black stainless steel spacer, silicone edge seal spacer bar coverage in accordance with structural requirements but minimum 16 mm.
Outer and Inner sheet of SECURIT, incl. VAR 102 anchors with non-visible mechanical restraint in accordance with structural requirements.
Ug= 1,1 W/m²K to EN 673

Ψ = 0,170 W/m.K
TL= 78 %

G= 59 %
Composition:

·   8 mm Float SECURIT-H to structural requirements but a minimum of 8mm thick, edges fine ground, Heat Soak tested, incl. 4 number mechanical restraints
· 16 mm Argon-filled cavity
·   6 mm Float SECURIT Planitherm Futur N

Offered manufaturer VARIO or equal ___________________
Alternatives must certify the performance of the mechanical restraints in their offer and prove that patent restrictions are not infringed upon.
SGG Vario II Insulated glass
SSG VARIO Facade system with SILICONE-STRUCTURAL-GLAZING Character with Warm Edge black stainless steel spacer, silicone edge seal spacer bar coverage in accordance with structural requirements but minimum 16 mm.

Outer and Inner sheet of SECURIT, incl. VAR 102 anchors with non-visible mechanical restraint in accordance with structural requirements.
Ug= 1,1 W/m²K to EN 673

Ψ = 0,170 W/m.K

TL= 78 %

G= 59 %
Composition:

·   8 mm Float SECURIT-H to structural requirements but a minimum of 8mm thick, edges fine ground, Heat Soak tested, incl. 4 number mechanical restraints
· 16 mm Argon-filled cavity
·   6 mm Float SECURIT Planitherm Futur N

Offered manufaturer VARIO or equal ___________________
Alternatives must certify the performance of the mechanical restraints in their offer and prove that patent restrictions are not infringed upon.
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